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Automatic stack levelling

Activated by a switch on the fascia, the Quikstak laser sensor continuously 

measures the height of the product stacked on the pallet. This data is passed to 

a custom microchip, which automatically raises or lowers the forks to maintain 

the 'stacking height' at a comfortable level.

Both the stacking height and response delay can be adjusted, providing 

flexibility to suit any task or operator. 

Serious capacity

The Quikstak QS10MM is rated to lift 1000kg up to a height of 1900mm, 

allowing the stacker to be used for general-purpose handling tasks such as 

loading trucks or devanning containers. Low-speed mode is automatically 

enabled when the forks are raise above 500mm.

An uprated 1200kg capacity model is also available.

Incredible visibility

The unique monomast design offers visibility like no other pallet stacker, both 

when travelling and stacking.

The monomast is just 220mm wide, and even more visibility is provided by a 

140mm wide central vision slot with perpex guarding.

Adjustable to suit

Aussie and Kiwi business use a huge range of different pallets, 

including CHEP, Euro, ANSI and other nonstandard types - so the 

width of the Quikstak forks and outriggers can be adjusted to suit.



Laser stack-height sensor
The Quikstak uses a beam of visible laser light 

to measure the stacked product, so operators 

can intuitively adjust their stacking patterns 

for maximum comfort.

Self propelled
The Quikstak is self-propelled for effortless navigation of ramps, lips 

and bumps. The new tiller head features dual stepless speed-control 

levers, a horn and reversing-safety button.

Performance to go
With an onboard charger, lead and 

plug, the Quikstak can be charged at 

any 240V power outlet.
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Basic Parameters

1.1 Manufacturer EP // Simpro EP // Simpro

1.2 Model designation QS10MM-1600 QS10MM-1900

1.3 Drive unit                                           Electric Electric

1.4 Operator Pedestrian Pedestrian

1.5 Rated capacity Q kg 1000 1000

1.6 Load center distance c mm 600 600

1.8 Load distance, centre of drive axle to fork x mm 850 850

1.9 Wheelbase y mm 1210 1210

Weight

2.1 Service weight (including battery) kg 543 573

2.2 Axle loading, laden, Drive end/Load end kg 683/860 697/876

2.3 Axle loading, unladen, Drive end/Load end kg 420/123 434/139

Chassis and Wheels

3.1 Tyre type, Drive wheels/Load wheels PU/PU PU/PU 

3.2 Tyre size, Drive wheels (diameter*width) mm Ф210x70 Ф210x70

3.3 Tyre size, Load wheels (diameter*width) mm Ф100x50 Ф100x50

3.4 Tyre size, Castor wheels (diameter*width) mm Ф100x50 Ф100x50

3.5 Wheels, quantity, Drive + Castor/Load mm 1x+ 1/ 4 1x+ 1/ 4

3.6 Track width, front, Drive end b10 mm 533 533

3.7 Track width, rear, Load end b11 mm 1060/1160/ 1260 /1360 1060/1160/ 1260 /1360

Dimensions

4.1 Tilt of mast/fork carriage forward/backward α/β ° - -

4.2 Height, mast lowered h1 mm 1940 2290

4.3 Free lift h2 mm 1387 1737

4.4 Lift height h3 mm 1560 1910

4.5 Height, mast extended h4 mm 2053 2403

4.6 Initial lift h5 mm - -

4.9 Height, tiller (engaged) min./max. h14 mm 860/ 1200 860/ 1200

4.1 Height, outriggers h8 mm 100 100

4.15 Lowered height h13 mm 60 60

4.19 Overall length l1 mm 1570 1570

4.2 Length to face of forks l2 mm 500 500

4.21 Overall width b1/ b2 mm 1135/1235/1335/1435 1135/1235/ 1335 /1435

4.22 Fork dimensions s/ e/ l mm 35/ 100/ 1070 35/ 100/ 1070

4.24 Fork carriage width b3 mm 780 780

4.25 Outside width of the forks b5 mm 200~765 200~765

4.26 Outrigger straddle width b4 mm 975/1075/1175/1275 975/1075/1175/1275

4.31 Ground clearance, laden, below mast m1 mm 40 40

4.32 Ground clearance, center of wheelbase m2 mm 40 40

4.34.1 Aisle width for pallets 1000 × 1200 crossways Ast mm 2175 2175

4.34.2 Aisle width for pallets 800 × 1200 lengthways Ast mm 2100 2100

4.35 Turning radius Wa mm 1329 1329

Performance

5.1 Travel speed, laden/unladen km/ h 4/4.5 4/4.5

5.2 Lifting speed, laden/unladen m/ s 0.12/ 0.22 0.12/ 0.22

5.3 Lowering speed, laden/unladen m/ s 0.12/ 0.11 0.12/ 0.11

5.8 Max. gradeability, laden/unladen % 3 / 10 3 / 10

5.1 Service brake type Electromagnetic Electromagnetic

Powerpack Specifications

6.1 Drive motor rating S2 60 min kW 0.65 0.65

6.2 Lift motor rating at S3 15% kW 2.2 2.2

6.3 Maximum allowable battery dimensions mm 270x180x230 270x180x230

6.4 Battery voltage/nominal capacity K20 V/ Ah 2x12/85 2x12/85

6.5 Battery weight kg 2x25 2x25

Other data

8.1 Drive unit type DC DC

10.5 Steering type Mechanical Mechanical

10.7 Sound level at the driver’s ear dB(A) 74 74



Simpro has been developing, 
manufacturing and retailing smart 
lifting solutions for over thirty years. 
From humble beginnings as a small 
engineering firm in Auckland, New 
Zealand, the company has grown to 
become a leading supplier of 
equipment for niche applications – 
such as bin lifting, tipping and 
handling equipment, pallet trucks, 
stackers, order pickers, and goods lifts.

Simpro products play an unobtrusive 
but essential role for thousands of 
companies around the world, in 
industries as diverse as waste 

management, resource extraction, 
pharmaceutical manufacturing and 
food processing. They are distributed 
through a worldwide network of 
agents, and are backed by a 
sophisticated in-house design and 
fabrication capability.

Simpro is a family-owned company, 
registered with the New Zealand 
Companies Office as Simpro Handling 
Equipment Ltd, company no. 1827916.

The products in this catalogue contain 
intellectual property, including design 
elements registered to or licensed by 
Simpro Handling Equipment Ltd.

66 Rangi Road

Takanini 2105

Auckland

New Zealand

shop.simpro.world

@simpro-world

@SimproWorld_Lifters

sales@simpro.world+64 9 634 7445

S m a r t L i f t i n g

Simpro Quikstak Brochure 2021.2 // February 2021 // © 2021 Simpro Handling Equipment Ltd

https://simpro.world/about
https://simpro.world/about
https://www.google.com/maps/search/Simpro+Handling+Equipment+Ltd,+66+Rangi+Road,+Takanini+2105,+Auckland,+New+Zealand/
https://shop.simpro.world/
https://www.linkedin.com/company/simpro-world/
https://www.youtube.com/c/SimproWorld_Lifters
mailto:Simpro Sales <sales@simpro.world>
tel:+6496347445

	Quikstak QS10MM
	Features
	Specifications
	About Simpro


